
12 www.bs-battery.com

SLA batteries will make the user life easier. No more 
acid handling nor inevitable waiting for battery charge! 
Everything becomes much more simple! Ready to use, 
the SLA batteries are factory activated, maintenance free and completely spill proof. A new environment for powersport 
battery: it becomes a plug & play solution, extremely simple to install and carry! Our SLA offer is the widest ready to use 
range available on the market.

FEATURES

MOUNTING ANGLES

High inclinaison

Ready to use
Just plug & play

Absolutely maintenance free

Multi-positioning mounting
Up to 90°
No acid handling
Very safe
Spillproof design
Totally sealed

READY TO STARTSLA

Increased power & extended cycle life

Safe & environmentally friendly

Low discharge rate

COMPATIBLE CHARGERS
Battery size up to 20Ah

Battery size up to 30Ah

Battery size up to 60Ah

Battery size up to 120Ah

Battery size up to 40Ah
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SLATECHNICAL FEATURES
BS BATTERY TYPE VOLTAGE

V
CAPACITY
Ah (10Hr)

CAPACITY
Ah (20Hr)

CCA (EN)
A (-18°C)

DIMENSIONS (±2mm)
ASSEMBLY LAYOUT TERMINAL

L W H
BTZ7S 12 6 6.3 130 113 70 105 A
BT7B-4 12 6.5 6.8 110 150 65 93 A
BTZ7V 12 6.5 6.8 105 113 70 121 A
BTZ8V 12 7 7.4 120 113 70 130 A
BT9B-4 12 8 8.4 120 150 68 105 A
BTZ10S 12 8.6 9 190 150 88 93 A
BT12-10Z 12 10 10.5 180 194 59 112 A
BTZ12S 12 11 11.6 215 150 88 110 A
BT12B-4 12 10 10.5 210 150 69 130 A
BTZ14S 12 11.2 11.8 230 150 88 110 A
BT14B-4 12 12 12.6 210 150 69 145 A
SLA12-19 12 17.7 19 235 182 77 168 A
BT4B-5 12 2.3 2.4 40 113 38 85 J
BTR4A-5 12 2.3 2.4 35 113 48 85 I
BTX4L+/BTZ5S 12 4 4.2 65 113 70 85 A
BTX5L/BTZ6S 12 5 5.3 90 113 70 105 A
BTX7L 12 6 6.3 100 113 70 130 A
BTX7A 12 6 6.3 105 150 87 93 A
BTX9 12 8 8.4 135 150 87 105 A
BT12A 12 10 10.5 175 150 87 105 A
BTX12 12 10 10.5 180 150 87 130 A
BTX14 12 12 12.6 200 150 87 145 A
BTX14L 12 12 12.6 200 150 87 145 A
BTX14AH/BB14-A2/B2 12 14 14.7 210 135 90 164 A
BTX14AHL/BB14L-A2/B2 12 14 14.7 210 135 90 164 D
BTX16 12 14 14.7 230 150 87 161 A
BTX20 12 18 18.9 270 175 87 155 A
BTX20CH 12 18 18.9 270 150 87 161 A
BTX20HL 12 18 18.9 310 175 87 155 A
BTX24HL/B50-N18L-A/A2/A3 12 21 22.1 350 205 87 162 A
BIX30L 12 30 31.6 400 165 125 175 A
12N5.5-3B 12 5.5 5.8 70 135 60 130 A
12N5.5-4A 12 5.5 5.8 70 135 60 130 A
BB3L-A/B 12 3 3.2 35 98 56 110 A
BB4L-B 12 4 4.2 50 120 70 92 B
BB5L-B 12 5 5.3 65 120 60 130 A
BB7-A 12 8 8.4 120 135 75 133 B
BB7C-A 12 8 8.4 80 129 89 114 A
BB7L-B2 12 8 8.4 100 135 75 133 E
BB9-B 12 9 9.5 120 135 75 139 A
BB10L-A2/B2 12 11 11.6 120 133 90 145 A
BB12AL-A2 12 12 12.6 150 134 80 161 A
BB12A-A/B 12 13 12.6 150 134 80 161 A
BB14A-A2 12 14 14.7 200 134 88 176 B
BB16AL-A2 12 16 16.8 160 205 70 162 A
BB16CL-B 12 19 20 230 175 100 175 F
53030 12 30 31.6 300 178 123 166 C
6N4-2A/A-4 6 4 4.2 25 71 71 93 -
6N6-3B/B-1 6 6 6.3 50 95 55 117 B
B49-6 6 10 10.5 80 91 83 159 B
B38-6A 6 13 13.7 105 119 83 161 B
6N11A-1B/3A 6 11 11.6 90 121 58 130 B
6N11A-4A 6 11 11.6 90 121 58 130 B



+80 AVAILABLE TYPES OF
"READY TO START" BATTERIES
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COMPARATIVE FEATURES

READY TO USE

NO ACID HANDLING

MAINTENANCE FREE  
(1)

NON-SPILLABLE

FACTORY ACTIVATED

MULTI-POSITIONING FITMENT

EASY TO CARRY

EASY TO SHIP

NO SELF DISCHARGE 
DURING STORAGE

COMPLIANT WITH EU
REGULATION 2019/1148 
(FOR THE SALE OF ACID FOR BATTERIES)

TRANSPORTATION CHART
ROAD FREIGHT  

(2) 
 
(2) 

AIR FREIGHT  
(2) 

SEA FREIGHT  
(2) 

 
(2) 

SUITABLE FOR E-COMMERCE UNDER CERTAIN CONDITION

(1) Once activated
(2) According to ADR, IMDG & IATA regulations


