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CHARGER DATASHEET

1x CLAMPS SETS
61 cm

1x EYELETS TERMINAL SET M6
61 cm

183 cm
122 cm

 

    
    

   Q
UICK CONNECTION

SMART BATTERY CHARGER 
& MAINTAINER
WITH RECONDITIONING FUNC-
TION

100% AUTOMATIC | 12V - 1/4/6A
LEAD ACID

CHARGING CURVE

FEATURES
BOX CONTENT

TECHNICAL DATA

 Suitable for Lead Acid batteries
 Reconditioning function for deeply discharged batteries
 Selectable battery type (Calcium, Gel, AGM) and charge rate

   (1A/4A/6A)
 Automatic battery condition diagnosis
 Safe: connection spark free, reverse polarity, short circuit and

   internal overheat protection
 Easy to use: connect, select battery type charge rate & forget
 Battery capacity: up to 120Ah

Input voltage 100-240VAC, 50-60Hz
Charging voltage 14.1VDC (Gel), 14.4VDC (AGM, Wet), 

14.7VDC (Calcium)
Charging current 1A/4A/6A
Type of charger Automatic - 9 stages
Type of battery 12V Lead Acid
Battery size Up to 120Ah (up to 180Ah for maintenance)

BATTERY COMPATIBILITYSUITABLE FOR

International 
plugs available 
on request


