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Name of Samples: Lithium Iron Phosphate Battery
H 35 44 R BS BATTERY SAS

Applicant’s name: BS BATTERY SAS
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Shenzhen Beihang Testing Co., Ltd.
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Factory’s address

e 4R R EREL It e A e
Name of samples Lithium Iron Phosphate /Appearance Black
P Battery PP
TS T BSLi-13 [REa -
Type/Mode 12V, 8000mAh,96Wh Trade mark
T
TR 7 7 BS BATTERY SAS
Applicant’s name
‘EE 5]
Eﬁlﬁ.ﬁi@%ﬁ 30 RUE PASTEUR 92150 Suresnes France
Applicant’'s address
Cam HORBHEERE (ZEE) ARAF
Factory BS Power Technology Co., Ltd
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e b WbE 2 2 BT X Ui 283 5 1302 5

No0.1302, No0.283, Xigang Road Haigang District, Qinhuangdao City Hebei
Province- China

EMRIST

Inspection according to

BAE CeT ey @i BEnA) (22 181Th0) FriklE 188 %4k
UNITED NATIONS “Recommendations on the TRANSPORT OF DANGEROUS
GOODS” Model Regulations (22nd Rev. edition) special provisions 188

I35 H 1.2 RERVE N
Test item 1.2m Drop test
BTG E CRTRRBRYEmNENFMEIEA) (22 B1ThR) FriklE 188 %
L2 KBTE MR E R
The package was capable of withstanding 1.2m drop test of UNITED NATIONS
e o g “Recommendations on the TRANSPORT OF DANGEROUS GOO v
o Regulations (22nd Rev. edition ) special provisions 188.
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(SRURSIUEY
. o : A 9.0 k
LR B Gross weight per package pprox.9.0 kg
Information for 3 NN
the package @,é{#%/@ﬁ’]@ﬁ ) Approx.7.688kg
Net quantity of Batteries per package
AR FI AN L apcs
Number of Batteries per package
B 4K B
i i N Name of equipment
BRI B E =
Information for Tvpe/Mod --
equipment in the | —YREA0CE
package [EL2) 3
Trade mark
#7% | Remarks:
By A it S = A a7 2 s S /M ke
The manner of inner packaging that can prevent short circuits and accidental operation: Independent
packaging.
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Outer package / 413

Inner package / 41,25

IRON PHOSPHATE - LIFePO4
ging voltage more than 15V - Do not charge the battery with a charger with
1 inspect and control your vehicle's charging system before using a

il

STATE OF CHARGE
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Lithium Iron Phosphate Battery/fFg 2k #1 Hiith (12Vd.c, 8000mAh,96Wh)
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Test Items Drop test
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Test procedure

11 e
The package of batteries is dropped from 1.2m in any orientation. The test floor is
concrete floor.
LB A AR DME R T RN 1.2 K ERVE 2K e I
Each package is capable of withstanding a 1.2m drop test in any orientation without
damage to cells or batteries contained therein, without shifting of the contents so as to
allow battery to battery(or cell to cell) contact and without release of contents.
FEAS IR A AR DUE R AN 1.2 K BkiE,  TACH i B e Y B v B RS 0, i
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12 Result
el

Surface The package is not cracked,
TR the contents are not
damaged and not shifted.

AR, WD ELS -

The package is not cracked,

No batteries or cells is damaged or connected
by neighbor, the batteries or cells should not

be released from package. /-\irris# the contents are not .
A IR TR, Tk g, | PEBRTE | damaged and not shifted.
o ) FEL U LA R R ML PR BRARMEL, PIEREN -

The package is not cracked,
the contents are not

%nﬁi% damaged and not shifted.
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--End of Test Report--
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