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THE MOST POWERFUL U1 SLA ON THE MARKET

MAXIMUM PERFORMANCE FOR BIG ENGINES
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& READY TO START
MAXIMUM POWER

Ready to use, SLA MAX batteries (AGM technology) are
Factory Activated, completely spill-proof, and require no
= maintenance. Specially developed to meet the superior
needs of big-engine offering maximum performance,

maximum reliability and extended life.
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W REINFORCED CASING 8,8 MM TERMINALS TALLER PLATES
WITH GRID FRAMEWORK specially designed for large SSV/ For enhanced CCA & Capacity.
for a maximum vibration resistance. UTV screws.
FEATURES SPECIFICATIONS
FACTORY ACTIVATED 0C
AGM (Absorbent Glass Mat) technology.
READY TO USE BS CODE 300899
Just plug & play.
NO MAINTENANCE NOMINAL VOLTAGE 12V
@ VRLA (Valve Regulated Lead Acid) design. @
NOMINAL 30Ah
e SPILL-PROOF DESIGN CAPACITY 10Hr
Factory sealed & electrolyte held in a glass fiber mat.
NOMINAL 31.6Ah
NO ACID HANDLING CAPACITY 20Hr :
Very safe.
CCA 500A
E)_(TREME VIBRATION RESISTANCE
Reinforced battery case. DIMENSIONS 7.68x4.92x693in
MAXIMUM STARTING POWER & SSV/UTV
@ EXTENDED CYCLE LIFE COMPATIBILITY POLARIS, YAMAHA, ...
40% higher than SLA CCA.
SUPERIOR CAPACITY

30% higher than SLA capacity.

MOUNTING COMPATIBLE
ANGLES CHARGERS DID YOU KNOW?

HIGH INCLINATION
NON-SPILLABLE
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SLA MAX range is a perfect solu-

. 25 7 tion for ATV, UTV, SSV, watercraft
1@\ Battery size up to 20Ah & snowmobile too!
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Battery size up to 60Ah
=) 277 BS BATTERY SLA MAX range
Banefize up to 40Ah is suitable for e-commerce

(air freight, road or sea shipment).

www.bs-battery.com




